RING JOLT.
SOLENT WELD CEMENT (TYPE N OR P) OR RUBBER
4. ALL JOINTS ON PVC PIPE TO BE SEAL WITH
3. ALL STEEL WORKS TO BE HOT DIP GALVANISED
2. UPVC PIPE TO BE 100mm HEAVY DUTY DWV CLASS SN6
LEADER CIVIL DESIGN.
APPROVAL FOR USE IS RECOMMENDED FROM TEAM
MAINTENANCE OR RECONSTRUCTION WORKS.
GENERALLY THIS IS ONLY USED FOR
1. THIS IS ONLY TO BE USED IN SPECIAL CASES.

NOTES:
SECTION A-A

SECTION B-B

MS SECTION
DRILL UPVC PIPE TO 152 X 75 X 6mm
FITTING FOR CONNECTION OF 100mm

TYPICAL CROSS SECTION

ADAPTOR TO MATCH KERB PROFILE
HOT DIP GALVANISED KERB
125 X 75 X 6mm GALVANISED
CONNECTION FITTING
214 WATER FITTING WITH SCREW
CAPPED 300mm MIN. ABOVE SCREW
SURFACE
REFER DETAIL A-A.

250 Min. 75 Min.
100 Dia.

75 Min. 75 Min.