Type:

Removable Ballard

5. ALL DIMENSIONS IN METRES.
   - ALL BALLARDS GALVANISED.
   - BALLARD SLEEVE TO BE HOT DIPPED.
   - CONCRETE STRENGTH OF 25MPa @ 28 DAYS.
   - CONFLICT & CONTRACTORS/DEVELOPERS COST.
   - PADDLOCKS (NO. 2 OR 3) TO BE SUPPLIED BY HUME COUNCIL LANDSCAPE PLANNER.

NOTES:

- BOLLARD TYPE / SIZE TO BE APPROVED BY HUME COUNCIL LANDSCAPE PLANNER.

1. HOLE IN BASE PLATE
   - 200mm DIAMETER
   - 420mm MINIMUM FROM CONCRETE FOOTING
   - 120mm DIAMETER SLEEVE TO BE HOT DIPPED.
   - 120 x 120 OR BASE OF POST

2. GROUND LEVEL
   - GROUND LEVEL

3. SCREENS
   - SCREENS

4. BASE OF POST
   - BASE OF POST

5. FIXED TO POST
   - FIXED TO POST
   - SECURED WITH BOLTS

6. TIMBER, POWDER COATED
   - TIMBER, POWDER COATED

7. CONCRETE FOOTING
   - CONCRETE FOOTING