REINSTALLMENT OF LOCAL ROAD PAVEMENT

- All dimensions are in millimeters.

1. Completed Works

- Contract management on 9.20.2017 to advise on
- Council's technical work office, projects and
- Undertaking the works is required to complete.
- The completion of all works by

2. Authority/Contractor shall bear the cost of

3. Should any damage to existing services &

4. The finished surface level of the reinstatement to

5. The contractor shall allow for the cost of

6. At the completion of all works, the organisation

Other Assets,

AND MAINTAIN GOOD ANY DAMAGE TO EXISTING SERVICES AND

REINSTALLMENT OF THE ROAD RESERVE AND/OR ROAD

PROPOSED MINS CROSS ROADS

NOTE:

- 900mm LAYERS
- 60mm Modified Compaction in MAX.
- 20mm Class 2 Crushed Rock
- 90mm LAYERS
- 140mm, Size 10 Type "N" Asphalt, Compacted To
- Service Main, Contour
- Crack Inhibitive Membrane
- Minimum Depth of Asphalt 100mm
- 1.4m Size 10 Type "N" Asphalt, Compacted To
- Open Cut
- Line Cut
- Provide 40mm deep, 700mm wide rebate on both sides
- ASPHALT LAYER
- BASE OF THE EXISTING
- REFER TO SERVICE REQUIREMENT MIN. 700mm
- LINE -
- SCAW CUT
- OPEN CUT
- MIN. 300
- MIN. 300
- MIN. 75