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GALVANISED STEEL —*— WEDGE o

POST GRADE 350 KEY 5
PIPE 50 NB
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SL27 SOCKET—*H | LI R

HEAVY GAUGE 1 ]

PIPE GALVANISED.

CONCRETE FOOTING
300mm DIA.

CHEVRON HAZARD MARKERS

D4-V100 ONE WAY 1800x300mm
D4-V101 TWO WAY 1800x300mm

ANTI TWIST BAR

PIPE 50 NB HIGH MOUNTED SIGNS
J=——2500mm MiIN. [
HEIGHT CLEARANCE
FROM GROUND KEEP
LEFT NOTES:
WEDGE KEY K ALL REGULATORY AND HAZARD DIRECTIONAL SIGNS TO BE INSTALLED IN CLASS 1
/ o REFLECTIVE MATERIAL AND ALL WARNING SIGNS TO BE INSTALLED IN CLASS 2
o °l o REFLECTIVE MATERIALS TO APPROVED AUSTRALIAN STANDARDS.
< -l 9 ALL STREET NAME SIGNS TO BE INSTALLED TO COUNCIL STANDARD STREET NAME
- DESIGN WITH CLASS 1 OR CLASS 2 REFLECTIVE SHEETING. REFER TO SD 408.
AS 1743-1992 ROAD SIGNS SPECIFICATIONS.
4 AS 1742.1(1991), AS 1742.2(1994) AND AS 17425 (1997).
SL27 SOCKET AS 1742 MANUAL AND UNIFORM TRAFFIC CONTROL DEVICES PARTS 1, 2 AND 5.
o HEAVY GAUGE VIC ROADS—TRAFFIC ENGINEERING MANUAL VOLUME 2 SIGNAGE AND MARKINGS.
8 PIPE GALVANISED. S
™~ o
%fANTI TWIST BAR
—— CONCRETE FOOTING
300mm DIA.
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