DEPTH REFER TO
SERVICE AUTHORITY
REQUIREMENT—MIN. 700mm

OPEN CUT

MIN. 300

\ 10MM PRIMER SEAL

MIN.75

RATE  OF,, APPLICATION
1.4 L/M-.

20mm CLASS 2 CRUSHED ROCK
COMPACTED TO MINIMUM DENSITY

98% MODIFIED, COMPACTION IN
150mm LAYERS.

SERVICE MAIN, CONDUIT
SIZE VARIES.

BEDDING & BACKFILLING AROUND

THE PIPE, REFER TO SERVICE
AUTHORITY REQUIREMENT.

REINSTATEMENT OF RURAL ROAD/
UNSEALED ROAD PAVEMENT

NOTE:

1.

AT LOCATIONS WHERE PROPOSED MAINS CROSS ROADS
OR CONCRETE APRONS, INSTALLATION OF THE MAINS ARE
TO BE CARRIED OUT AS FAR AS PARTICABLE BY THRUST
BORING. ANY VOID BETWEEN THE BORE AND CONDUITS TO
BE BACKFILLED BY PRESSURE GROUTING.

. THE CONTRACTOR MUST ATTEMPT TO BORE UNDER

THE ROAD/CONCRETE APRON, AND IF NOT POSSIBLE
DUE TO ROCK OR ANY OTHER CIRCUMSTANCE, PLEASE
CONTACT COUNCIL'S TEAM LEADER CIVIL DESIGN ON
9205 2412 TO WITNESS THE SITUATION.

. SHOULD CONDITIONS PROHIBIT BORING, WRITTEN PERMISSION

MAY BE GRANTED BY THE COUNCIL'S TEAM LEADER CIVIL
DESIGN TO OPEN CUT ROAD/CONCRETE ARPRON.

. THE FINISHED SURFACE LEVEL OF THE REINSTATEMENT TO BE

FLUSH WITH EXISTING ROAD PAVEMENT.

. THE AUTHORITY/CONTRACTOR SHALL BEAR THE COST OF

REINSTATEMENT OF THE ROAD RESERVE AND/OR ROAD
PAVEMENT AND BE RESPONSIBLE FOR THE COST OF REPAIRS
AND MAKING GOOD ANY DAMAGE TO EXISTING SERVICES AND
OTHER ASSETS.

. AT THE COMPLETION OF ALL WORKS, THE ORGANISATION

UNDERTAKING THE WORKS IS REQUIRED TO CONTACT
COUNCIL’S TECHNICAL WORK OFFICER, PROJECTS AND
CONTRACT MANAGEMENT ON 9205 2403 TO ADVISE OF
COMPLETED WORKS.

. ALL DIMENSIONS ARE IN MILLIMETERS
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